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Propiedades

A3 Fibra es un revestimiento impermeabilizante, elástico, sin alquitranes ni productos bituminosos, y 
de una elasticidad permanente reforzada con fibra de vidrio.

Se aplica con su capa correspondiente en cubiertas ya sea para zonas transitables pudiendo soportar 
cierta circulación o intransitables. Repara las fisuras o grietas con la aplicación de una o varias capas 
de pintura.

A3 Fibra se presenta como una pasta con fibra de fácil aplicación y una vez seca forma una lámina 
protectora sin juntas ni uniones y una barrera impermeable y elástica. 

Usos recomendados

A3 Fibra está indicado para la  impermeabilización de cubiertas, terrazas, paredes medianeras, 
estanqueidad de jardineras, protección y complemento de cubiertas metálicas. En exteriores de 
cemento, fibrocemento y galvanizados…     

Características técnicas

Naturaleza Acrílica modificada
Acabado Semi mate
Color Posibilidad de personalizar
Densidad 1.20-1.40 Kg/litro

Rendimiento 0.6-0.8 m2/litro según soporte

Secado a 23º C 60% HR 6-8 horas
Repintado a 23ºC 60%HR 18-24 horas

Métodos de aplicación Brocha, rodillo y pistola 

Dilución Agua 

COV (UNE EN 11890-2) 2004/42/IIA (i) (140/140) Max COVs 100g/l
Condiciones de aplicación HR≤80% +10ºC  +30ºC 

Volumen en sólidos 40-45%

Pintura tintable con tintes universales o colorantes al agua. 

La temperatura, humedad ambiental y el grosor de la pintura…, pueden ocasionar cambios en el 

secaje y en el rendimiento. 
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Aplicación

Conservación

Fácil de homogeniezar, por conveniente agitación, tras un almacenaje de 12 meses en envase 

cerrado. No presenta pieles, ni coágulos. Mantener al abrigo de temperaturas inferiores a 5º C. 

Seguridad

Consultar etiquetado y Ficha de Seguridad.
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Recomendaciones generales: Remover bien el envase. Las superficies a pintar deben de estar 
limpios, secos y consistentes.

El soporte debe estar en buenas condiciones, limpio de polvo, aceite, materias no adherentes, 
etc. 

Aplicar previa agitación. (Se recomienda  dar tres capas como mínimo, primera mano diluida en 
un 20% de agua) de Xtrem A3 Fibra hasta obtener el espesor deseado bien sea a rodillo, 
brocha, o pistola. 

El tiempo de secado del Domus Antigoteras Fibra dependen de la temperatura y de la humedad 
ambiente, de forma que las aplicaciones deben estar separadas de 8 a 16 horas entre ellas, En 
tiempo seco y con temperaturas elevadas se pueden aplicar dos capas por día. 

En épocas de humedad ambiental o invierno no es aconsejable aplicar si va a caer rocío antes de 
que este seco. 

Presentación

Envases: 15 L.
Colores: Personalizables.



SECCIÓN 1: IDENTIFICACIÓN DE LA SUSTANCIA O LA MEZCLA Y DE LA 
SOCIEDAD O LA EMPRESA. 

1.1 Identificador del producto. 

Nombre del producto: XTREM
Código del producto: A3 Fibra 

1.2 Usos pertinentes identificados de la sustancia o de la mezcla y usos desaconsejados. 

Usos pertinentes: Pintura.
Usos desaconsejados: Todo aquel uso no especificado en este epígrafe ni en el epígrafe 7.3. 

1.3 Datos del proveedor de la ficha de datos de seguridad. 

Empresa: 
Dirección: 
Población: 
Provincia: 

GRUPO SPASERV, S.L.
C/ TAURO Nº10 (03006)
ALICANTE
ALICANTE

Teléfono: 965089696
Fax: 
E-mail: 
Web: 

info@grupospaserv.com
www.grupospaserv.com

1.4 Teléfono de emergencia: 968190707 (Sólo disponible en horario de oficina; Lunes-Viernes; 07:30-14:30).

SECCIÓN 2: IDENTIFICACIÓN DE LOS PELIGROS. 

A3 Fibra
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Indicaciones de peligro: 

No relevante.
Consejos de prudencia: 

P101: Si se necesita consejo médico, tener a mano el envase o la etiqueta.
P102: Mantener fuera del alcance de los niños.
P103: Leer la etiqueta antes del uso.
P501: Eliminar el contenido/el recipiente conforme a la legislación vigente de tratamiento de residuos (Ley 22/2011). 
Información suplementaria: 

2.3 

EUH208: Contiene 1,2-bencisotiazol-3(2H)-ona. Puede provocar una reacción alérgica. 
Otros peligros: 

No relevante. 

FICHA DE SEGURIDAD 
según 1907/2006/CE 

(REACH), 2015/830/EU

Antigoteras 

Impermeabilizante

2.1 Clasificación de la sustancia o de la mezcla: 

Reglamento nº1272/2008 (CLP): 

2.2 

De acuerdo al Reglamento nº1272/2008 (CLP), el producto no es clasificado como peligroso. 
Elementos de la etiqueta:

Reglamento nº1272/2008 (CLP): 
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SECCIÓN 3: COMPOSICIÓN/INFORMACIÓN SOBRE LOS COMPONENTES

Identificación Nombre químico/clasificación Concentración 
CAS:    2634-33-5 
CE: 220-120-9 
Index: 613-088-00-6 
REACH: No aplicable 

1,2-bencisotiazol-3(2H)-ona ATP CLP00 
0,01 - <0,02 

% Reglamento 1272/2008 Acute Tox. 4: H302; Aquatic Acute 1: H400; Eye Dam. 1: H318; Skin Irrit. 2: H315; 
Skin Sens. 1: H317 - Peligro 

SECCIÓN 4: PRIMEROS AUXILIOS

4.1 Descripción de los primeros auxilios: 

Los síntomas como consecuencia de una intoxicación pueden presentarse con posterioridad a la exposición, por lo que, en caso 
de duda, exposición directa al producto químico o persistencia del malestar solicitar atención médica, mostrándole la FDS de este 
producto. 
Por inhalación: 

Se trata de un producto que no contiene sustancias clasificadas como peligrosas por inhalación, sin embargo, en caso de 
síntomas de intoxicación sacar al afectado de la zona de exposición y proporcionarle aire fresco. Solicitar atención médica si los 
síntomas se agravan o persisten. 
Por contacto con la piel: 

Se trata de un producto no clasificado como peligroso en contacto con la piel. Sin embargo, se recomienda en caso de contacto 
con la piel quitar la ropa y los zapatos contaminados, aclarar la piel o duchar al afectado si procede con abundante agua fría y 
jabón neutro. En caso de afección importante acudir al médico. 
Por contacto con los ojos: 

Enjuagar los ojos con abundante agua al menos durante 15 minutos. En el caso de que el accidentado use lentes de contacto, 
éstas deben retirarse siempre que no estén pegadas a los ojos, de otro modo podría producirse un daño adicional. En todos los 
casos, después del lavado, se debe acudir al médico lo más rápidamente posible con la FDS del producto. 
Por ingestión/aspiración: 

No inducir al vómito, en el caso de que se produzca mantener inclinada la cabeza hacia delante para evitar la aspiración. 
Mantener al afectado en reposo. Enjuagar la boca y la garganta, ya que existe la posibilidad de que hayan sido afectadas en la 
ingestión. 

4.2 Principales síntomas y efectos, agudos y retardados: 

Los efectos agudos y retardados son los indicados en las secciones 2 y 11. 
4.3 Indicación de toda atención médica y de los tratamientos especiales que deban dispensarse inmediatamente: 

No relevante. 

SECCIÓN 5: MEDIDAS DE LUCHA CONTRA INCENDIOS

5.1 Medios de extinción: 

5.2 

Producto no inflamable bajo condiciones normales de almacenamiento, manipulación y uso. En caso de inflamación como 
consecuencia de manipulación, almacenamiento o uso indebido emplear preferentemente extintores de polvo polivalente (polvo 
ABC), de acuerdo al Reglamento de instalaciones de protección contra incendios (R.D. 1942/1993 y posteriores modificaciones). 
NO SE RECOMIENDA emplear agua a chorro como agente de extinción. 
Peligros específicos derivados de la sustancia o la mezcla: 

5.3 

Como consecuencia de la combustión o descomposición térmica se generan subproductos de reacción que pueden resultar 
altamente tóxicos y, consecuentemente, pueden presentar un riesgo elevado para la salud. 
Recomendaciones para el personal de lucha contra incendios: 

En función de la magnitud del incendio puede hacerse necesario el uso de ropa protectora completa y equipo de respiración 
autónomo. Disponer de un mínimo de instalaciones de emergencia o elementos de actuación (mantas ignífugas, botiquín 
portátil,...) conforme al R.D.486/1997 y posteriores modificaciones.
Disposiciones adicionales: 

Actuar conforme el Plan de Emergencia Interior y las Fichas Informativas sobre actuación ante accidentes y otras emergencias. 
Suprimir cualquier fuente de ignición. En caso de incendio, refrigerar los recipientes y tanques de almacenamiento de productos 
susceptibles a inflamación, explosión o BLEVE como consecuencia de elevadas temperaturas. Evitar el vertido de los productos 
empleados en la extinción del incendio al medio acuático. 



SECCIÓN 6: MEDIDAS EN CASO DE VERTIDO ACCIDENTAL 
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6.1 Precauciones personales, equipo de protección y procedimientos de emergencia: 

Aislar las fugas siempre y cuando no suponga un riesgo adicional para las personas que desempeñen esta función. Ante la 

exposición potencial con el producto derramado se hace obligatorio el uso de elementos de protección personal (ver sección 8). 

Evacuar la zona y mantener a las personas sin protección alejadas. 

6.2 Precauciones relativas al medio ambiente: 

6.3 

Evitar el vertido al medio acuático debido a que contiene sustancias peligrosas para el mismo. Contener el producto 
absorbido/recogido en recipientes precintables Notificar en caso de grandes vertidos al medio acuático a la autoridad competente. 

Métodos y material de contención y de limpieza: 

Se recomienda: 

6.4 

Absorber el vertido mediante arena o absorbente inerte y trasladarlo a un lugar seguro. No absorber en serrín u otros 

absorbentes combustibles. Para cualquier consideración relativa a la eliminación consultar la sección 13. 

Referencias a otras secciones: 

Ver secciones 8 y 13. 

SECCIÓN 7: MANIPULACIÓN Y ALMACENAMIENTO

7.1 Precauciones para una manipulación segura: 

A.- Precauciones generales 

Cumplir con la legislación vigente en materia de prevención de riesgos laborales. Mantener los recipientes herméticamente 

cerrados. Controlar los derrames y residuos, eliminándolos con métodos seguros (sección 6). Evitar el vertido libre desde el 

recipiente. Mantener orden y limpieza donde se manipulen productos peligrosos. 

B.- Recomendaciones técnicas para la prevención de incendios y explosiones. 

Producto no inflamable bajo condiciones normales de almacenamiento, manipulación y uso. Se recomienda trasvasar a 

velocidades lentas para evitar la generación de cargas electroestáticas que pudieran afectar a productos inflamables. 

Consultar la sección 10 sobre condiciones y materias que deben evitarse. 

C.- Recomendaciones técnicas para prevenir riesgos ergonómicos y toxicológicos. 

Para control de exposición consultar la sección 8. No comer, beber ni fumar en las zonas de trabajo; lavarse las manos 

después de cada utilización, y despojarse de prendas de vestir y equipos de protección contaminados antes de entrar en las 

zonas para comer. 

D.- Recomendaciones técnicas para prevenir riesgos medioambientales.
Se recomienda disponer de material absorbente en las proximidades del producto (ver epígrafe 6.3).

7.2 Condiciones de almacenamiento seguro, incluidas posibles incompatibilidades: 

A.- Medidas técnicas de almacenamiento 

ITC (R.D.379/2001): 

Clasificación: 

Tª mínima: 

Tª máxima: 

Tiempo máximo: 

No relevante 

No relevante 

5 ºC 

40 ºC 

36 meses 

B.- Condiciones generales de almacenamiento. 

Evitar fuentes de calor, radiación, electricidad estática y el contacto con alimentos. Para información adicional ver epígrafe 

10.5.
7.3 Usos específicos finales: 

Salvo las indicaciones ya especificadas no es preciso realizar ninguna recomendación especial en cuanto a los usos de este 

producto. 

SECCIÓN 8: CONTROLES DE EXPOSICIÓN/PROTECCIÓN INDIVIDUAL

8.1 Parámetros de control: 

Sustancias cuyos valores límite de exposición profesional han de controlarse en el ambiente de trabajo (INSHT 2017): 

No existen valores límites ambientales para las sustancias que constituyen el producto. 

8.2 

DNEL (Trabajadores): 

No relevante 

DNEL (Población): 

No relevante 

PNEC: 

No relevante 

Controles de la exposición: 

A.- Medidas generales de seguridad e higiene en el ambiente de trabajo: 
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Como medida de prevención se recomienda la utilización de equipos de protección individual básicos, con el correspondiente 

""marcado CE"" de acuerdo al R.D.1407/1992 y posteriores modificaciones. Para más información sobre los equipos de 

protección individual (almacenamiento, uso, limpieza, mantenimiento, clase de protección,…) consultar el folleto informativo 

facilitado por el fabricante del EPI. Las indicaciones contenidas en este punto se refieren al producto puro. Las medidas de 

protección para el producto diluido podrán variar en función de su grado de dilución, uso, método de aplicación, etc. Para 

determinar la obligación de instalación de duchas de emergencia y/o lavaojos en los almacenes se tendrá en cuenta la 

normativa referente al almacenamiento de productos químicos aplicable en cada caso. Para más información ver epígrafes 7.1 

y 7.2. 

Toda la información aquí incluida es una recomendación siendo necesario su concreción por parte de los servicios de 

prevención de riesgos laborales al desconocer las medidas de prevención adicionales que la empresa pudiese disponer. 

B.- Protección respiratoria. 

Pictograma EPI Marcado Normas CEN Observaciones 

Uso obligatorio de 

mascarilla 

Mascarilla autofiltrante para 

partículas 
EN 149:2001+A1:2009 

Reemplazar cuando se note un aumento de la 

resistencia a la respiración. 

C.- Protección específica de las manos. 

Pictograma EPI Marcado Normas CEN Observaciones 

Proteccion obligatoria 

de la manos 

Guantes de protección contra 

riesgos menores 

Reemplazar los guantes ante cualquier indicio de 

deterioro. Para periodos de exposición prolongados 

al producto para usuarios profesionales/industriales 

se hace recomendable la utilización de guantes CE 

III, de acuerdo a las normas EN 420 y EN 374 

Dado que el producto es una mezcla de diferentes materiales, la resistencia del material de los guantes no se puede calcular 

de antemano con total fiabilidad y por lo tanto tiene que ser controlados antes de su aplicación. 

D.- Protección ocular y facial 

Pictograma EPI Marcado Normas CEN Observaciones 

Proteccion obligatoria 
de la cara 

Gafas panorámicas contra 

salpicaduras y/o 

proyecciones 

EN 166:2001 

EN ISO 4007:2012 

Limpiar a diario y desinfectar periodicamente de 

acuerdo a las instrucciones del fabricante. Se 

recomienda su uso en caso de riesgo de 

salpicaduras. 

E.- Protección corporal 

Pictograma EPI Marcado Normas CEN Observaciones 

Ropa de trabajo 

Reemplazar ante cualquier indicio de deterioro. 

Para periodos de exposición prolongados al 

producto para usuarios profesionales/industriales se 

hace recomendable CE III, de acuerdo a las normas 

EN ISO 6529:2001, EN ISO 6530:2005, EN ISO 

13688:2013, EN 464:1994 

Calzado de trabajo 

antideslizamiento 
EN ISO 20347:2012 

Reemplazar ante cualquier indicio de deterioro. 

Para periodos de exposición prolongados al 

producto para usuarios profesionales/industriales se 

hace recomendable CE III, de acuerdo a las normas 

EN ISO 20345 y EN 13832-1 

F.- Medidas complementarias de emergencia 

Medida de emergencia Normas Medida de emergencia Normas 

Ducha de emergencia 

ANSI Z358-1 

ISO 3864-1:2002 

Lavaojos 

DIN 12 899 

ISO 3864-1:2002 

Controles de la exposición del medio ambiente: 

En virtud de la legislación comunitaria de protección del medio ambiente se recomienda evitar el vertido tanto del producto como 

de su envase al medio ambiente. Para información adicional ver epígrafe 7.1.D 

Compuestos orgánicos volátiles: 

En aplicación al R.D.117/2003 y posteriores modificaciones (Directiva 2010/75/EU), este producto presenta las siguientes 

características: 
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9.1 Información de propiedades físicas y químicas básicas: 

Para completar la información ver la ficha técnica/hoja de especificaciones del producto. 

Aspecto físico: 

Estado físico a 20 ºC: 

Aspecto: 

Color: 

Olor: 

Umbral olfativo: 

Volatilidad: 

Temperatura de ebullición a presión atmosférica: 

Presión de vapor a 20 ºC: 

Presión de vapor a 50 ºC: 

Tasa de evaporación a 20 ºC: 

Caracterización del producto: 

Densidad a 20 ºC: 

Densidad relativa a 20 ºC: 

Viscosidad dinámica a 20 ºC: 

Viscosidad cinemática a 20 ºC: 

Viscosidad cinemática a 40 ºC: 

Concentración: 

pH: 

Densidad de vapor a 20 ºC: 

Coeficiente de reparto n-octanol/agua a 20 ºC: 

Solubilidad en agua a 20 ºC: 

Propiedad de solubilidad: 

Temperatura de descomposición: 

Punto de fusión/punto de congelación: 

Propiedades explosivas: 

Propiedades comburentes: 

Inflamabilidad: 

Punto de inflamación: 

Inflamabilidad (sólido, gas): 

Temperatura de auto-inflamación: 

Límite de inflamabilidad inferior: 

Líquido 

Viscoso 

No determinado 

Característico 

No relevante * 

101 ºC 

2348 Pa 

12350 Pa (12 kPa) 

No relevante * 

1400 - 1560 kg/m³ 

1,4 - 1,56 

No relevante * 

No relevante * 

>20,5 cSt 

No relevante * 

No relevante * 

No relevante * 

No relevante * 

No relevante * 

No relevante * 

No relevante * 

No relevante * 

No relevante * 

No relevante * 

No inflamable (>60 ºC) 

No relevante * 

370 ºC 

No relevante * 
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Choque y fricción Contacto con el aire Calentamiento Luz Solar Humedad 

No aplicable No aplicable No aplicable No aplicable No aplicable 

Ácidos Agua Materias comburentes Materias combustibles Otros 

Evitar ácidos fuertes No aplicable No aplicable No aplicable Evitar alcalis o bases fuertes 

SECCIÓN 11: INFORMACIÓN TOXICOLÓGICA

11.1 Información sobre los efectos toxicológicos:

No se dispone de datos experimentales del producto en si mismos relativos a las propiedades toxicológicas 

Efectos peligrosos para la salud: 

En caso de exposición repetitiva, prolongada o a concentraciones superiores a las establecidas por los límites de exposición 

profesionales, pueden producirse efectos adversos para la salud en función de la vía de exposición: 

A.- Ingestión (efecto agudo): 

- Toxicidad aguda: A la vista de los datos disponibles, no se cumplen los criterios de clasificación, sin embargo, presenta 

sustancias clasificadas como peligrosas por ingestión. Para más información ver sección 3. 

- Corrosividad/Irritabilidad: A la vista de los datos disponibles, no se cumplen los criterios de clasificación, sin embargo 

presenta sustancias clasificadas como peligrosas por este efecto. Para más información ver sección 3. 

B- Inhalación (efecto agudo): 

- Toxicidad aguda: A la vista de los datos disponibles, no se cumplen los criterios de clasificación, no presentando sustancias 

clasificadas como peligrosas por inhalación. Para más información ver sección 3. 

- Corrosividad/Irritabilidad: A la vista de los datos disponibles, no se cumplen los criterios de clasificación, no presentando 

sustancias clasificadas como peligrosas por este efecto. Para más información ver sección 3. 

C- Contacto con la piel y los ojos (efecto agudo): 

- Contacto con la piel: A la vista de los datos disponibles, no se cumplen los criterios de clasificación, sin embargo, presenta 

sustancias clasificadas como peligrosas por contacto con la piel. Para más información ver sección 3. 

- Contacto con los ojos: A la vista de los datos disponibles, no se cumplen los criterios de clasificación, sin embargo presenta 

sustancias clasificadas como peligrosas por este efecto. Para más información ver sección 3. 

D- Efectos CMR (carcinogenicidad, mutagenicidad y toxicidad para la reproducción): 

- Carcinogenicidad: A la vista de los datos disponibles, no se cumplen los criterios de clasificación, no presentando sustancias 

clasificadas como peligrosas por los efectos descritos. Para más información ver sección 3. 

- Mutagenicidad: A la vista de los datos disponibles, no se cumplen los criterios de clasificación, no presentando sustancias 

clasificadas como peligrosas por este efecto. Para más información ver sección 3. 

- Toxicidad para la reproducción: A la vista de los datos disponibles, no se cumplen los criterios de clasificación, no 

presentando sustancias clasificadas como peligrosas por este efecto. Para más información ver sección 3. 

E- Efectos de sensibilización: 

- Respiratoria: A la vista de los datos disponibles, no se cumplen los criterios de clasificación, no presentando sustancias 

clasificadas como peligrosas con efectos sensibilizantes por encima de los límites recogidos en el punto 3.2 del Reglamento 

(CE) 2015/830. Para más información ver secciónes 2, 3 y 15. 

- Cutánea: A la vista de los datos disponibles, no se cumplen los criterios de clasificación, sin embargo, presenta sustancias 

clasificadas como peligrosas con efectos sensibilizantes. Para más información ver sección 3. 

F- Toxicidad específica en determinados órganos (STOT)-exposición única: 

A la vista de los datos disponibles, no se cumplen los criterios de clasificación, no presentando sustancias clasificadas como
peligrosas por este efecto. Para mas información ver sección 3.
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peligrosas por este efecto. Para más información ver sección 3. 

G- Toxicidad específica en determinados órganos (STOT)-exposición repetida: 

- Toxicidad específica en determinados órganos (STOT)-exposición repetida: A la vista de los datos disponibles, no se 

cumplen los criterios de clasificación, no presentando sustancias clasificadas como peligrosas por este efecto. Para más 

información ver sección 3. 

- Piel: A la vista de los datos disponibles, no se cumplen los criterios de clasificación, no presentando sustancias clasificadas 

como peligrosas por este efecto. Para más información ver sección 3. 

H- Peligro por aspiración: 

A la vista de los datos disponibles, no se cumplen los criterios de clasificación, no presentando sustancias clasificadas como 

peligrosas por este efecto. Para más información ver sección 3. 

Información adicional: 

No relevante.
Información toxicológica específica de las sustancias: 

Identificación Toxicidad aguda Género 

1,2-bencisotiazol-3(2H)-ona 

CAS: 2634-33-5 

CE: 220-120-9 

DL50 oral 500 mg/kg Rata 

DL50 cutánea No relevante 

CL50 inhalación No relevante 

SECCIÓN 12: INFORMACIÓN ECOLÓGICA

Identificación Toxicidad aguda Especie Género 

1,2-bencisotiazol-3(2H)-ona 

CAS: 2634-33-5 

CE: 220-120-9 

CL50 0,1 - 1 mg/L (96 h) Pez 

CE50 0,1 - 1 mg/L Crustáceo 

CE50 0,1 - 1 mg/L Alga 

Identificación Degradabilidad Biodegradabilidad 

1,2-bencisotiazol-3(2H)-ona 

CAS: 2634-33-5 

CE: 220-120-9 

DBO5 No relevante Concentración 100 mg/L 

DQO No relevante Periodo 28 días 

DBO5/DQO No relevante % Biodegradado 0 % 

Identificación Potencial de bioacumulación 

1,2-bencisotiazol-3(2H)-ona 

CAS: 2634-33-5 

CE: 220-120-9 

BCF 2 

Log POW 1,45 

Potencial Bajo 

No aplicable 

12.6 Otros efectos adversos: 

No descritos 

SECCIÓN 13: CONSIDERACIONES RELATIVAS A LA ELIMINACIÓN

Código Descripción 
Tipo de residuo (Reglamento (UE) nº 

1357/2014) 

08 01 12 Residuos de pintura y barniz, distintos de los especificados en el código 08 01 11 No peligroso 



SECCIÓN 14: INFORMACIÓN RELATIVA AL TRANSPORTE

Este producto no esta regulado para su transporte (ADR/RID,IMDG,IATA) 

SECCIÓN 15: INFORMACIÓN REGLAMENTARIA

15.1 Reglamentación y legislación en materia de seguridad, salud y medio ambiente específicas para la sustancia o la 

mezcla: 

Reglamento (CE) nº 528/2012: contiene un conservante para proteger las propiedades del artículo tratado. Contiene Mezcla de: 5 

-cloro-2-metil-2H-isotiazol-3-ona [EC no. 247-500-7], 2-metil-2H-isotiazol-3-ona [EC no. 220-239-6] (3:1), 1,2-bencisotiazol-3(2H) 

-ona, (etilendioxi)dimetanol, 2-metil-2H-isotiazol-3-ona. 

Sustancias candidatas a autorización en el Reglamento (CE) 1907/2006 (REACH): No relevante 

Sustancias incluidas en el Anexo XIV de REACH (lista de autorización) y fecha de expiración: No relevante 

Reglamento (CE) 1005/2009, sobre sustancias que agotan la capa de ozono: No relevante 

Sustancias activas las cuales han sido incluidas en el Artículo 95 del Reglamento (UE) Nº 528/2012: 1,2-bencisotiazol-3(2H)-ona 

(incluida para el tipo de producto 2, 6, 9, 10, 11, 12, 13) 

REGLAMENTO (UE) No 649/2012, relativo a la exportación e importación de productos químicos peligrosos: No relevante 

Restricciones a la comercialización y al uso de ciertas sustancias y mezclas peligrosas (Anexo XVII del 

Reglamento REACH, etc ...): 

No relevante 

Disposiciones particulares en materia de protección de las personas o el medio ambiente: 

Se recomienda emplear la información recopilada en esta ficha de datos de seguridad como datos de entrada en una evaluación 

de riesgos de las circunstancias locales con el objeto de establecer las medidas necesarias de prevención de riesgos para el 

manejo, utilización, almacenamiento y eliminación de este producto. 

Otras legislaciones: 

Reglamento (CE) n o 1272/2008 del Parlamento Europeo y del Consejo, de 16 de diciembre de 2008 , sobre clasificación, 

etiquetado y envasado de sustancias y mezclas, y por el que se modifican y derogan las Directivas 67/548/CEE y 1999/45/CE y se 

modifica el Reglamento (CE) n o 1907/2006 

Real Decreto 117/2003, de 31 de enero, sobre limitación de emisiones de compuestos orgánicos volátiles debidas al uso de 

disolventes en determinadas actividades. 

Real Decreto 1436/2010, de 5 de noviembre, por el que se modifican diversos reales decretos para su adaptación a la Directiva 

2008/112/CE del Parlamento Europeo y del Consejo, que modifica varias directivas para adaptarlas al Reglamento (CE) n.º 

1272/2008, sobre clasificación, etiquetado y envasado de sustancias y mezclas. 

15.2 Evaluación de la seguridad química: 

El proveedor no ha llevado a cabo evaluación de seguridad química. 

SECCIÓN 16: OTRA INFORMACIÓN

Legislación aplicable a fichas de datos de seguridad: 

Esta ficha de datos de seguridad se ha desarrollado de acuerdo al ANEXO II-Guía para la elaboración de Fichas de Datos de 

Seguridad del Reglamento (CE) Nº 1907/2006 (Reglamento (UE) nº 2015/830).
Modificaciones respecto a la ficha de seguridad anterior que afectan a las medidas de gestión del riesgo: 

No relevante.
Textos de las frases legislativas contempladas en la seccion 3: 

Las frases indicadas no se refieren al producto en sí, son sólo a título informativo y hacen referencia a los componentes 

individuales que aparecen en la sección 3.
Reglamento nº1272/2008 (CLP): 

Acute Tox. 4: H302 - Nocivo en caso de ingestión.
Aquatic Acute 1: H400 - Muy tóxico para los organismos acuáticos.
Eye Dam. 1: H318 - Provoca lesiones oculares graves.
Skin Irrit. 2: H315 - Provoca irritación cutánea.
Skin Sens. 1: H317 - Puede provocar una reacción alérgica en la piel.
Procedimiento de clasificación: 

No relevante.
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Consejos relativos a la formación: 

Se recomienda formación mínima en materia de prevención de riesgos laborales al personal que va a manipular este producto, 

con la finalidad de facilitar la compresión e interpretación de esta ficha de datos de seguridad, así como del etiquetado del 

producto. 

Principales fuentes bibliográficas: 

http://esis.jrc.ec.europa.eu 

http://echa.europa.eu 

http://eur-lex.europa.eu 

Abreviaturas y acrónimos: 

- ADR: Acuerdo europeo relativo al transporte internacional de mercancías peligrosas por carretera.
-IMDG: Código Marítimo Internacional de Mercancías Peligrosas.
-IATA: Asociación Internacional de Transporte Aéreo.
-OACI: Organización de Aviación Civil Internacional.
-DQO:Demanda Quimica de oxigeno.
-DBO5:Demanda biológica de oxigeno a los 5 dias.
-BCF: factor de bioconcentracion.
-DL50: dosis letal 50.
-CL50: concentracion letal 50.
-EC50: concentracion efectiva 50.
-Log POW: logaritmo coeficiente partición octanol-agua.
-Koc: coeficiente de particion del carbono organico.
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Properties

A3 Fiber is an elastic waterproofing coating, free from tars or bituminous products, and with a 
permanent elasticity reinforced with fiberglass.

It is applied with its corresponding layer on roofs either for passable areas, being able to withstand 
certain traffic or impassable. Repair cracks or fissures with the application of one or more layers of 
paint.

A3 Fibra is presented as a paste with fiber that is easy to apply and once dry, it forms a protective 
sheet without joints or joints and a waterproof and elastic barrier.

Recommended uses

A3 Fibra is presented as a paste with fiber that is easy to apply and once dry, it forms a protective 
sheet without joints or joints and a waterproof and elastic barrier.

Technical characteristics

Nature of the product Modified Acrylic
Finish Semi matte
Colour Possibility to customize
Density 1.20-1.40 Kg/litre
Performance 0.6-0.8 m2/ liter depending on support
Drying at 23º C 60% RH 6-8 hours
Repainted at 23ºC 60% RH 18-24 hours
Application methods Paint brush, roller and gun
Dilution Water
COV (UNE EN 11890-2) 2004/42/IIA (a) (140/140) Max COVs 100g/l

Application conditions HR≤80% +10ºC  +30ºC 

Volume in solids 40-45%

Tinted paint with universal dyes or water-based dyes.

Temperature, humidity and the thickness of the paint ..., can cause changes in drying and performance. 

PRODUCT DATA 
SHEET

Leakproof -  

Waterproofing 

Paints
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Paint application

Conservation and storage

Easy to homogenize, by convenient stirring, after storage for 12 months in a closed container. 

It does not present skins, nor clots. Keep sheltered from temperatures below 5º C. 

Security

Consult labeling and Safety Data Sheet.
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General recommendations: Remove the container well. The surfaces to be painted must be 
clean, dry and consistent.

The support must be in good condition, free of dust, oil, non-adherent materials, etc.

Apply after shaking. (It is recommended to give at least three coats, first coat diluted in 20% 
water) of Xtrem A3 Fibra until the desired thickness is obtained either with a roller, brush, or spray 
gun.

The drying time depends on the temperature and the humidity, so that the applications must be 
separated from 8 to 16 hours between them. In dry weather and with high temperatures, two coats 
per day can be applied. 

In times of humidity or winter it is not advisable to apply if dew is going to fall before it is dry.

Product presentation

Paint container: 15 L.
Colors: Customizable.



SECTION 1: IDENTIFICATION OF THE SUBSTANCE / MIXTURE AND OF 
THE COMPANY / UNDERTAKING.

XTREM

1.1 Product identifier.
Product name: 
Product code: A3 Fiber 

1.2 Relevant identified uses of the substance or mixture and uses advised against. 
Relevant uses: Painting.
Uses advised against: Any use not specified in this section or in section 7.3. 

1.3 Details of the supplier of the safety data sheet. 

SECCIÓN 2: IDENTIFICACIÓN DE LOS PELIGROS. 

A3 Fiber
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2.1 Classification of the substance or mixture:

Regulation No. 1272/2008 (CLP):

2.2 

According to Regulation No. 1272/2008 (CLP), the product is not classified as dangerous. 
Label elements: 
Regulation No. 1272/2008 (CLP):
Hazard statements:
Not relevant.
Precautionary statements:
P101: If medical advice is needed, have container or label at hand.
P102: Keep out of the reach of children.
P103: Read the label before use.
P501: Dispose of the content / container in accordance with current waste treatment legislation (Law 22/2011). 
Supplementary information:

2.3 

EUH208: Contains 1,2-benzisothiazol-3 (2H) -one. May produce an allergic reaction. 
Other dangers:
Not relevant. 

Company:

Adress:
City:
Province:

GRUPO SPASERV, S.L.
C/ TAURO Nº10 (03006)
ALICANTE
ALICANTE

Telephone: 965089696
Fax: 
E-mail: 
Web: 

info@grupospaserv.com
www.grupospaserv.com

1.4 Manufacturer emergency telephone number: 968190707 (Only available during office hours; Monday-Friday; 07:30-14:30).

SAFETY DATA SHEET 
according to 1907/2006 / 
EC (REACH), 2015/830 / EU 

Leakproof -  

Waterproofing 

Paints
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SECTION 3: COMPOSITION / INFORMATION ON INGREDIENTS

Identification Chemical name / classification Concentration 
CAS:    2634-33-5 
CE: 220-120-9 
Index: 613-088-00-6 
REACH: Not aplicable 

1,2-bencisotiazol-3(2H)-ona ATP CLP00 
0,01 - <0,02 

% Regulation 1272/2008 Acute Tox. 4: H302; Aquatic Acute 1: H400; Eye Dam. 1: H318; Skin Irrit. 2: 
H315; Skin Sens. 1: H317 - Danger 

SECTION 4: FIRST AID MEASURES

4.1 Description of first aid measures:

Symptoms as a result of intoxication can appear after exposure, so in case of doubt, direct exposure to the chemical or persistence 
of discomfort, seek medical attention, showing the SDS of this product.
By inhalation:

It is a product that does not contain substances classified as dangerous by inhalation, however, in case of symptoms of 
poisoning, remove the affected person from the area of exposure and provide fresh air. Seek medical attention if symptoms 
worsen or persist.
By contact with the skin:
It is a product not classified as dangerous in contact with the skin. However, it is recommended in case of skin contact to 
remove contaminated clothing and shoes, rinse the skin or shower the affected person if necessary with plenty of cold water and 
neutral soap. In case of a serious condition, visit a doctor.
By contact with the eyes:
Rinse the eyes with plenty of water for at least 15 minutes. In the event that the injured person wears contact lenses, they must 
be removed as long as they are not stuck to the eyes, otherwise additional damage could occur. In all cases, after washing, you 
should go to the doctor as quickly as possible with the SDS of the product.
By ingestion / aspiration:
Do not induce vomiting, if it occurs keep the head tilted forward to avoid aspiration. Keep the patient at rest. Rinse the mouth 
and throat, as there is a possibility that they have been affected on ingestion.

4.2 Most important symptoms and effects, both acute and delayed:
Acute and delayed effects are listed in Sections 2 and 11. 

4.3 Indication of any immediate medical attention and special treatment needed:
Not relevant. 

SECTION 5: FIRE FIGHTING MEASURES

5.1 Extinguishing media:

5.2 

Non-flammable product under normal conditions of storage, handling and use. In case of ignition as a consequence of handling, 
storage or improper use, preferably use polyvalent powder extinguishers (ABC powder), in accordance with the Regulation of fire 
protection installations (R.D. 1942/1993 and subsequent modifications). It is NOT RECOMMENDED to use jet water as an 
extinguishing agent.
Special hazards arising from the substance or mixture:

5.3 

As a consequence of combustion or thermal decomposition, reaction by-products are generated that can be highly toxic and, 
consequently, can present a high risk to health.
Recommendations for fire fighters:
Depending on the magnitude of the fire, the use of full protective clothing and self-contained breathing equipment may be 
necessary. Have a minimum of emergency facilities or action elements (fire blankets, portable medicine cabinet, ...) in 
accordance with R.D. 486/1997 and subsequent modifications.
Additional provisions:
Act in accordance with the Interior Emergency Plan and the Information Sheets on action in the event of accidents and other 
emergencies. Remove any source of ignition. In case of fire, cool containers and storage tanks for products susceptible to ignition, 
explosion or BLEVE as a result of high temperatures. Avoid spilling the products used to extinguish the fire into the aquatic 
environment.

3.1 Substance:
      Not applicable
3.2 Mixtures:

 Chemical description: Aqueous mixture of additives, fillers, pigments and resins.

 Components:



SECTION 6: ACCIDENTAL RELEASE MEASURES. 
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SECTION 7: HANDLING AND STORAGE

7.1 Precautions for safe handling:
A.- General precautions.

Respect the current legislation on the prevention of occupational hazards. Keep containers tightly closed. Control spills and 
residues, disposing of them with safe methods (section 6). Avoid free spillage from container. Maintain order and cleanliness 
where dangerous products are handled.

B.- Technical recommendations for the prevention of fires and explosions. 
Non-flammable product under normal conditions of storage, handling and use. It is recommended to transfer at slow 
speeds to avoid the generation of electrostatic charges that could affect flammable products. See section 10 for 
conditions and materials to avoid. 

C.- Technical recommendations to prevent ergonomic and toxicological hazards. 
For exposure control see section 8. Do not eat, drink or smoke in work areas; wash hands after each use, and remove 
contaminated clothing and protective equipment before entering eating areas.

D.- Technical recommendations to prevent environmental risks. 

7.2 

It is recommended to have absorbent material in the vicinity of the product (see section 6.3). 
Conditions for safe storage, including any incompatibilities:
A.- Technical storage measures 

ITC (R.D.379/2001): 
Clasification: 
Minimum Tª: 
Maximum Tª: 
Maximun recomendable: 

Not relevant 
Not relevant 
5 ºC 
40 ºC 
36 months 

B.- General storage conditions.
Avoid sources of heat, radiation, static electricity and contact with food. For additional information see section 

7.3 

10.5. 
Specific end uses:
Except for the indications already specified, it is not necessary to make any special recommendation regarding the uses of 
this product.

8.1 Control parameters:

Substances whose occupational exposure limit values must be controlled in the work environment (INSHT 2017): 
There are no environmental limit values for the substances that make up the product.

8.2 

DNEL (Workers):

Not relevant.
DNEL (Population):

Not relevant. 
PNEC: 

Not relevant.
Exposure controls:
A.- General safety and hygiene measures in the work environment: 

6.1 Personal precautions, protective equipment and emergency procedures.
For exposure control and individual protection measures, see section 8.

6.2 Environmental precautions.
Product not classified as dangerous for the environment, avoid any spillage as far as possible.

6.3 Methods and material for containment and cleaning up.
Contain and collect the spill with inert absorbent material (earth, sand, vermiculite, diatomaceous earth ...) and clean the area 
immediately with a suitable decontaminant.
Deposit the waste in closed containers suitable for disposal, in accordance with local and national regulations (see section 13).

6.4 Reference to other sections.
For exposure control and individual protection measures, see section 8. For 
waste disposal, follow the recommendations in section 13.

SECTION 8: EXPOSURE CONTROLS / PERSONAL PROTECTION.
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As a preventive measure, the use of basic personal protective equipment is recommended, with the corresponding "" CE 
marking "" in accordance with R.D. 1407/1992 and subsequent modifications. For more information on personal protective 
equipment (storage, use, cleaning, maintenance, protection class,…) consult the information leaflet provided by the PPE 
manufacturer. The indications contained in this point refer to the pure product. The protection measures for the diluted product 
may vary depending on its degree of dilution, use, application method, etc. To determine the obligation to install emergency 
showers and / or eyewashes in warehouses, the regulations regarding the storage of chemical products applicable in each case 
will be taken into account. For more information see sections 7.1 and 7.2.
All the information included here is a recommendation, and it is necessary to be specified by the occupational risk prevention 
services as they are unaware of the additional prevention measures that the company may have.

B.- Respiratory protection. 

Pictogram EPI Silk-screened CEN standards Observations 

Mandatory use of 
mask 

Self-filtering particle mask EN 149:2001+A1:2009 Replace when increased resistance to breathing 
is noted.

C.- Specific protection of hands. 

Pictogram EPI Silk-screened CEN standards Observations 

Mandatory protection 
from the hands 

Protective gloves against 
minor risks 

Replace the gloves at any sign of deterioration. 
For prolonged periods of exposure to the product 
for professional / industrial users, the use of CE 
III gloves is recommended, in accordance with 

the EN 420 and EN 374 standards. 

Since the product is a mixture of different materials, the resistance of the glove material cannot be calculated 
in advance with total reliability and therefore has to be checked before application.

 D.- Eye and face protection

Mandatory protection 
of the face 

Panoramic glasses against 
splashes and / or 

projections

EN 166:2001 
EN ISO 4007:2012 

Clean daily and disinfect periodically according to 
manufacturer's instructions. Its use is 

recommended in case of risk of splashing.

E.- Body protection 

Workwear 

Replace before any indication of deterioration. For 
prolonged periods of exposure to the product for 

professional / industrial users, CE III is 
recommended, according to the standards EN ISO 
6529: 2001, EN ISO 6530: 2005, EN ISO 13688: 

2013, EN 464: 1994

Work footwear 
anti slip 

EN ISO 20347:2012 

Replace before any indication of deterioration. For 
prolonged periods of exposure to the product for 

professional / industrial users, CE III is 
recommended, according to EN ISO 20345 and EN 

13832-1 standards.

F.- Complementary emergency measures 

Emergency measure Rules Emergency measure Rules 

Emergency shower 

ANSI Z358-1 
ISO 3864-1:2002 

Clean eyes 

DIN 12 899 
ISO 3864-1:2002 

Environmental exposure controls:
Under Community environmental protection legislation, it is recommended to avoid spilling both the product and its packaging 
into the environment. For additional information see section 7.1.D 
Volatile organic compounds:
In application to R.D. 117/2003 and subsequent modifications (Directive 2010/75 / EU), this product has the following 
characteristics:

Pictogram EPI Silk-screened CEN standards Observations 

Pictogram EPI Silk-screened CEN standards Observations 

C.O.V (Supply) 0.06% weight
Concentration C.O.V. at 20 ºC: 0.94 kg / m3 (0.94 g / L)
Average carbon number: 3.95
Average molecular weight: 120.47 g / mol
In compliance with R.D. 227/2006 and subsequent modifications (Directive 2004/42 / CE), this ready-to-use product has the following 
characteristics:
Concentration C.O.V. at 20ºC: 10 kg / m3 (10g / L)
EU limit value for the product (Cat. A.A): 30g / L (2010)
Components: Not relevant



SECTION 9: PHYSICAL AND CHEMICAL PROPERTIES
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9.1 Information on basic physical and chemical properties:
To complete the information see the technical sheet / product specification sheet. 
Physical appearance:
Physical state at 20 ºC: 
Appearance: 
Colour: 
Smell: 
Olfactory threshold: 
Volatility::
Boiling temperature at atmospheric pressure: 
Vapor pressure at 20 ºC:
Vapor pressure at 50 ºC: 
Evaporation rate at 20 ºC: 
Product characterization::
Density at 20 ºC 
Densidad relativa a 20 ºC: 
Relative density at 20 ºC:
Kinematic viscosity at 20 ºC:
Kinematic viscosity at 40 ºC: 

Concentration: 
pH: 
Vapor density at 20 ºC: 
Partition coefficient n-octanol / water at 20 ºC: 
Solubility in water at 20 ºC: 
Solubility property: 
Decomposition temperature: 
Melting point / freezing point: 

Explosive properties: 
Oxidizing properties: 
Inflammability:
Flashpoint:: 
Flammability (solid, gas):
Auto-ignition temperature: 
Lower flammability limit:

Liquid 
Viscous 
Undetermined 
Characteristic 
Not relevant * 

101 ºC 
2348 Pa 
12350 Pa (12 kPa) 
No relevant * 

1400 - 1560 kg/m³ 
1,4 - 1,56 
Not relevant * 
Not relevant * 
>20,5 cSt 
Not relevant * 
Not relevant * 
Not relevant * 
Not relevant * 
Not relevant * 
Not relevant * 
Not relevant * 
Not relevant * 
Not relevant * 
Not relevant * 

Not flammable (>60 ºC) 

Not relevant * 
370 ºC 
Not relevant * 

         Upper flammability limit: Not relevant * 
9.2 Other information:
         Surface tension at 20ºC: Not relevant *
         Refractive index: Not relevant *
*Not relevant due to the nature of the product, not providing information characteristic of its
danger.
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Shock and friction Contact with air Heating Sunlight Humidity 
Not aplicable Not aplicable Not aplicable Not aplicable Not aplicable 

Ácidos Agua Materias comburentes Materias combustibles Otros 
Evitar ácidos fuertes No aplicable No aplicable No aplicable Evitar alcalis o bases fuertes 

SECTION 11: TOXICOLOGICAL INFORMATION

11.1 Information on toxicological effects:

There are no experimental data on the product itself regarding toxicological properties. 
Dangerous effects for health:
In case of repetitive or prolonged exposure or at concentrations higher than those established by the occupational exposure 
limits, adverse health effects may occur depending on the route of exposure:
A.- Ingestion (acute effect): 

- Acute toxicity: Based on available data, the classification criteria are not met, however, it contains substances classified as 
dangerous for ingestion. For more information see section 3.
- Corrosivity / Irritability: Based on available data, the classification criteria are not met, however it does contain substances 
classified as dangerous for this effect. For more information see section 3.

B- Inhalation (acute effect): 
- Acute toxicity: Based on available data, the classification criteria are not met, as it does not contain substances classified as 
dangerous for inhalation. For more information see section 3.
- Corrosivity / Irritability: Based on available data, the classification criteria are not met, as it does not contain substances 
classified as dangerous for this effect. For more information see section 3.

C- Contact with skin and eyes (acute effect): 
- Skin contact: Based on available data, the classification criteria are not met, however, it contains substances classified as 
dangerous for skin contact. For more information see section 3.
- Eye contact: Based on available data, the classification criteria are not met, however it does contain substances classified as 
dangerous for this effect. For more information see section 3.

D- CMR effects (carcinogenicity, mutagenicity and toxicity for reproduction): 

- Carcinogenicity: Based on available data, the classification criteria are not met, as it does not contain substances classified as 
dangerous for the effects described. For more information see section 3.
- Mutagenicity: Based on available data, the classification criteria are not met, as it does not contain substances classified as 
dangerous for this effect. For more information see section 3.
- Reproductive toxicity: Based on available data, the classification criteria are not met, as it does not contain substances 
classified as dangerous for this effect. For more information see section 3.

E- Sensitization effects: 
- Respiratory: In view of the available data, the classification criteria are not met, as it does not contain substances classified 
as dangerous with sensitizing effects above the limits set forth in point 3.2 of Regulation (EC) 2015/830. For more information 
see sections 2, 3 and 15.
- Dermal: Based on available data, the classification criteria are not met, however, it contains substances classified as 
dangerous with sensitizing effects. For more information see section 3.

F- Specific Target Organ Toxicity (STOT) - Single Exposure: 
Based on available data, the classification criteria are not met, as it does not contain substances classified as dangerous 
for this effect. For more information see section 3.

SECTION 10: STABILITY AND REACTIVITY.

10.1 Reactivity.
The product does not present dangers due to its reactivity.

10.2 Chemical stability.
Estable bajo las condiciones de manipulación y almacenamiento recomendadas (ver epígrafe 7).

10.3 Possibility of dangerous reactions.
The product does not present the possibility of dangerous 
reactions.
10.4 Conditions to avoid
Avoid any type of incorrect manipulation.

10.5 Incompatible materials:

10.6 Hazardous decomposition products:
See epigraphs 10.3, 10.4 and 10.5 for specific decomposition products. Depending on the decomposition conditions, complex mixtures of 
chemical substances can be released as a consequence: carbon dioxide (CO2), carbon monoxide and other organic compounds.
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G- Specific target organ toxicity (STOT) - repeated exposure: 
- Specific toxicity to certain organs (STOT) -repeated exposure: Based on available data, the classification criteria are not met, 
as it does not contain substances classified as dangerous for this effect. For more information see section 3.
- Skin: Based on available data, the classification criteria are not met, as it does not contain substances classified as 
dangerous for this effect. For more information see section 3.

H- Aspiration hazard: 
Based on available data, the classification criteria are not met, as it does not contain substances classified as 
dangerous for this effect. For more information see section 3. 

Additional Information:
Not relevant. 
Specific toxicological information on substances:

Identification Acute toxicity Gender 

1,2-bencisotiazol-3(2H)-ona 
CAS: 2634-33-5 
CE: 220-120-9 

Oral LD50 500 mg/kg Rat 
LD50 dermal No relevant 
Inhalation LC50 No relevant 

SECTION 12: ECOLOGICAL INFORMATION

Identification Acute toxicity Species Gender 

1,2-bencisotiazol-3(2H)-ona 
CAS: 2634-33-5 
CE: 220-120-9 

CL50 0,1 - 1 mg/L (96 h) Fish 
CE50 0,1 - 1 mg/L Crustacean
CE50 0,1 - 1 mg/L Seaweed 

Identification Degradability Biodegradability 

1,2-bencisotiazol-3(2H)-ona 
CAS: 2634-33-5 
CE: 220-120-9 

DBO5 Not relevant Concentration 100 mg/L 
DQO Not relevant Period 28 days 
DBO5/DQO Not relevant % Biodegraded 0 % 

Identification Bioaccumulative potential 

1,2-bencisotiazol-3(2H)-ona 
CAS: 2634-33-5 
CE: 220-120-9 

BCF 2 
Log POW 1,45 
Potential Low 

          Not aplicable 
12.6 Other adverse effects:

Not described 

SECTION 13: DISPOSAL CONSIDERATIONS

Code Description Type of waste (Regulation (EU) No. 
1357/2014)

08 01 12 Waste paint and varnish other than those mentioned in 08 01 11 No dangerous 

There are no experimental data on the mixture itself regarding ecotoxicological properties.

12.1 Toxicity:

12.2 Persistence and degradability:

12.3 Bioaccumulative potential:

12.4 Mobility in soil:
          Undetermined
12.5 Results of PBT and mPmB assessment:

13.1 Waste treatment methods

Type of waste (Regulation (EU) No. 1357/2014):
Not relevant
Waste management (disposal and valuation):
Consult the authorized waste manager for the assessment and disposal operations in accordance with Annex 1 and Annex 2 (Directive 
2008/98 / EC, Law 22/2011). According to codes 15 01 (2014/955 / EU), if the container has been in direct contact with the product, it 
will be managed in the same way as the product itself, otherwise it will be managed as non-hazardous waste. Dumping into water 
courses is discouraged. See section 6.2.
Legislative provisions related to waste management:
According to Annex II of Regulation (CE) No. 1907/2006 (REACH), the community or state provisions related to waste management are 
included.
Community legislation: Directive 2008/98 / EC, 2014/955 / EU, Regulation (EU) No. 1357/2014
National legislation: Law 22/2011



SECTION 14: TRANSPORT INFORMATION

This product is not regulated for transport (ADR / RID, IMDG, IATA). 

SECTION 15: REGULATORY INFORMATION

15.1 Safety, health and environmental regulations and legislation specific for the substance or mixture.

Regulation (EC) No. 528/2012: contains a preservative to protect the properties of the treated article. Contains Mixture of: 5-
chloro-2-methyl-2H-isothiazol-3-one [EC no. 247-500-7], 2-methyl-2H-isothiazol-3-one [EC no. 220-239-6] (3: 1), 1,2-
benzisothiazol-3 (2H) -one, (ethylenedioxy) dimethanol, 2-methyl-2H-isothiazol-3-one.
Candidate substances for authorization in Regulation (EC) 1907/2006 (REACH): Not relevant 
Substances included in REACH Annex XIV (authorization list) and expiration date: Not relevant 
Regulation (EC) 1005/2009, on substances that deplete the ozone layer: Not relevant 
Active substances which have been included in Article 95 of Regulation (EU) No. 528/2012: 1,2-benzisothiazol-3 (2H) -one 
(included for product type 2, 6, 9, 10, 11, 12, 13).
REGULATION (EU) No 649/2012, relative to the export and import of dangerous chemical products: Not relevant 
Restrictions on the marketing and use of certain dangerous substances and mixtures (Annex XVII of 
the REACH Regulation, etc ...):
Not relevant 
Specific provisions regarding the protection of people or the environment:
It is recommended to use the information collected in this safety data sheet as input data in a risk assessment of local 
circumstances in order to establish the necessary risk prevention measures for the handling, use, storage and disposal of this 
product.
Other legislation:
Regulation (EC) No. 1272/2008 of the European Parliament and of the Council, of December 16, 2008, on classification, labeling 
and packaging of substances and mixtures, and which modifies and repeals Directives 67/548 / EEC and 1999 / 45 / EC and 
Regulation (EC) No. 1907/2006 is amended.

Royal Decree 117/2003, of January 31, on the limitation of emissions of volatile organic compounds due to the use of solvents in 
certain activities.
Royal Decree 1436/2010, of November 5, which modifies various royal decrees to adapt them to Directive 2008/112 / CE of the 
European Parliament and of the Council, which modifies several directives to adapt them to Regulation (CE) n. 1272/2008, on 
classification, labeling and packaging of substances and mixtures.

15.2 Chemical safety assessment:
The supplier has not carried out a chemical safety assessment. 

SECTION 16: OTHER INFORMATION

Legislation applicable to safety data sheets:
This safety data sheet has been developed in accordance with ANNEX II-Guide for the preparation of Safety Data Sheets 
of Regulation (EC) No. 1907/2006 (Regulation (EU) No. 2015/830).
Modifications with respect to the previous safety data sheet that affect risk management measures:
Not relevant.
Texts of the legislative phrases contemplated in section 3:
The phrases listed do not refer to the product itself, they are for information only and refer to the individual components 
listed in section 3.
Regulation No. 1272/2008 (CLP):
Acute Tox. 4: H302 - Harmful if swallowed.
Aquatic Acute 1: H400 - Very toxic to aquatic organisms. 
Eye Dam. 1: H318 - Causes serious eye damage.
Skin Irrit. 2: H315 - Causes skin irritation.
Skin Sens. 1: H317 - May cause an allergic skin reaction. 
Classification procedure:
Not relevant.
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Advice regarding training:
Minimum training in occupational risk prevention is recommended for the personnel who will handle this product, in order to 
facilitate the understanding and interpretation of this safety data sheet, as well as the labeling of the product.

Main bibliographic sources:
http://esis.jrc.ec.europa.eu 
http://echa.europa.eu 
http://eur-lex.europa.eu 

Abbreviations and acronyms:

- ADR: European Agreement on the International Transport of Dangerous Goods by Road. 
-IMDG: International Maritime Dangerous Goods Code.
-IATA: International Air Transport Association.
-ICAO: International Civil Aviation Organization.
-COD: Chemical oxygen demand.
-DBO5: Biological oxygen demand after 5 days.
-BCF: bioconcentration factor.
-DL50: lethal dose 50.
-CL50: lethal concentration 50.
-EC50: effective concentration 50.
-Log POW: logarithm octanol-water partition coefficient.
-Koc: organic carbon partition coefficient.
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